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P 0 LY 2020-VA Two piston semi-hydraulic diaphragm pump, fitted with pressure regulator.
Version available: VA - solid shaft 3/4".
94.8503.97.3 Hacoc ¢ 2 nonyeudpaenuyeckumu y3namu MembpaHa - NopuweHs 8 KOMIIEKME C Pe2ynupoBOYHbLIM KrianaHoM 0asreHus.

Umerowjuecs sepcuu: VA - yunuHOpuyeckuli ean 3/4".
Pumpe mit 2 halbhydraulischen Kolbenmembranen, komplett mit Druckregelventil.
Lieferbare Versionen: VA - Zylindrische Welle 3/4”.
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Optional:
Specifications s
TexHUYecKme xapakTepucTmKm 2020
Technische Daten VA
R.P.M.; o6/mun; Drehzahl o6/muH | R.PM. | 650 | 650
P - MowHocms - | gjsti B
ower L XBr | WP | 0B | 1] PERFORMANCE CHART - TAB/TMLIA [TPOM3BOANTEILHOCTY
Weight - Bec - Gewicht | b 1561123 WIRKLEISTUNGSTABELLE
Negative pressure MAX M ft 1 | 33
Mepenad yposHeli " POLY
gcacbleaHus - - N
Saughohenunterschied [Ricoumeusganisevomearmssiord gy gL 2020VA R.PM. - o6/mu - Drehzahl
@ Intake - Bcacsieanue - Saugleitung mm in [ 20 |13/16" 500 550 600 650
@ High pressure - Harop - Druckleitung mm in 8 | 516" BAR J_IL//FM”EH KKBWT nL//FMﬂEH EévT nL//;/lan K‘EWT nme;nH KKéVT
MAX Temperature -Temriepamypa Temperatur oC o |60 | 140 PS.I. | usePm | HP | usGPM | HP | USGPM | HP | USGPM | HP
0il type - Tun macna - Olsorte SAE W |30 30 2 29 146,59 gv} 148196 gyl 250;:’ g,l 252,80 g,}
0il capacity - O6sem wacna - Olfassungsvermagen n US.G. | 0,71(0,18 10 15.4 03 16.9 04 185 |04 200 | 0.4
145 4,1 05| 45 | 05| 49 |05 | 53 [06
5 148 | 05| 162 | 05 | 177 |06 | 192 | 06
2175 | 39 |o7| 43 |07 | 47 |08 | 51 |09
20 146 | 07| 161 |07 | 175 |08 | 190 |08
290 39 |09 | 42 |10 46 |10 | 50 |1,

PUMP SHAFT
BAJT HACOCA 78 [3.06"] 40 [1.59”" ,
PUMPENWELLE d 170 32 [1.267]
4.75 [0.1870"] 30 [1.18"]
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